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Martins Tratler Parts

AUSTRALIAN GAS SPRING PRODUCTS

« LiftEasy gas springs are available ex stock

« LiftEasy gas struts are manufactured to QS-9000 standards

« Black shaft salt nitrate process with anti corrosion protection

« LiftEasy springs are exclusive to AGS in Aust & N.Z

« Manufactured with a unigue twin sealing system

« Sold with a 2 year warranty or 20,000 cycles

+ Custom pressures & labels upon request.

« LiftEasy gas springs can also be made to your specific requirements.
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-~ Martms Trailer Parts

GAS SPRING FORCE DIAGRAM

Operating principle of gas spring

The gas spring is a hydro pneumatic adjusting element, consisting of a pressure tube, a piston rod with pisten and appropri
connection fittings. It is filled with compressed nitrogen, which acts with equal pressure on differently dimensioned cross-
sectional areas of the piston. This preduces a force in the extension direction. This extension force can ba exactly defined
within physical limits through the appropriate selection of the filling pressure.
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Spring force rod reading at 5mm from each end of stroke

F1 = Extension force piston rod extended

F2 = Extension force piston rod extracted

F3 = Compression foree piston rod extended

F4 = Compression force piston rod retracted

FR = {friction force) = F3-F1, F4-F2

Spring rate (X) = F2/F]

The value F1 measured at 20 degrees Celsius 4 2 degrees with the piston

rod pointing downwards,
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Martins Tratler Parts

LIFTEASY 6/15 STANDARD RANGE

. (B) Extended Length * 2mm
'L (A) Stroke (C) Compressed Length
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! Product Code (A) mm (B) mm (C) mm Dimm D2mm F1 (N)
Stroke Extended Compressed Piston Force
Length Length Length Rod/Cylinder Range
GSK15-128/050N 030 128 098 6/15 50-400
GSK15-195/050N 060 195 135 6/15 50-400
GSK15-220/050N 075 220 145 6/15 50-400
GSK15-275/050N 100 275NN 175 6/15 50-400
GSK15-315/050N 120 315 195 6/15 50-400
GSKI15-330/050N | <130 b 330 200 6/15 50-400
GSK15-355/050N 140 F3552... 215 6/15 50-400
GSK15-375/050N 150 375 225 6/15 50-400

e Please note: Custom struts available upon request.
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Martins Tratler Parts

LIFTEASY 8/18 STANDARD RANGE

(B) Extended Length ¥ 2mm

(A) St_r::-ke (C) Compressed Length
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Product Code (A) mm (B) mm (C) mm Dimm DZmm F1(N) |F
Stroke Extended Compressed Piston Rod/Cylinder Force i
Length Length Length Range |
GSK1B-195/100N 060 195 135 818 100-700
GSK18-220/100N 075 220 145 818 100-700 |
GSKI18-245/100N | 085 245 160 818 100-700 ||
GSKI18-255/100N" " 1=m0901 T 165 818 100-700
GSKI18-275/100N | 100 275 175 818 100-700
GSK18-285/100N TOSERENS e, 205 195 B/I8 . 100-700
GSKI8-295/100N  fee 110 Ot | 185 818 ~100-700
GSKI18-315/100N =120 % A | 195 818 100-700
GSKI18-330/100N 130 330 200 818 100-700
GSKE18-3407/100N 135 340 205 &18 100-700
GSK18-375/100N 150 375 L 818 100-700
GSK18-405/100N B 165 405 240 818 100-700
GSK18-430/100N R17S 430 255 818 100-700
GSK 18450/ 100N 190 450 260 8/18 100-700
GSKI18-475/ 100N 200 475 275 8/18 100-700
GSK 18485/ 100N 205 485 280 818 100-700
GSK18-500/100N 215 500 285 818 100-700
GSK18-505/100N 215 503 290 818 100-700
GSK18-525/100N 225 525 300 818 100-700
- GSKI18-550/100N 240 550 310 818 100-700
GSK18-575/100N 250 378 4 325 818 100-700
l GSK18-385/100N 255 585 330 8/18 100-700
| GSK18-630/100N 280 630 350 818 100-700
! | GSK18-670/100N 295 670 3758 818 100.700
| GSK18-700/100N 310 700 390 818 100-700
| GSK18-750/100N 340 750 410 818 100-700
! ] Please note: AGS recommend any strut gassed beyond 600N to have metal ball cups attached.
° Please note: Custom struts available upon request.
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LIFTEASY 10/22 STANDARD RANGE
(B) EXTENDED LENGTH * 2mm
(A) STROKE LENGTH o s (C) COMPRESSED LENGTH
13mm ¢ 13mm
20mm A
- i
D1 D2
PISTON ROD DA CYLINDER DIA
Product Code (A) mm (B) mm (C) mm Dimm D2Zmm F1(N)
Stroke Extended Compressed Piston Force
Length Length Length Rod/Cylinder Range
GSK22-295/100N 119 - - 295 L8 185 10/22 100-110(
GSK22-330/ 100N 125 330 N 205 10/22 100-1 100
GSK22-375/100N 150 375 0 SNE225 10/22 100-110(
GSK22-405/100N 165 405 - 240 10/22 100-110¢
GSK22-430/100N 175 430 255 10/22 100-110(
GSK22-450/100N 185 450 265 10/22 100-110(
_1. GSK22-505/100N 215 505 290 10/22 100-110¢
| GSK22-525/100N 225 525 300 10/22 100-110¢
GSK22-550/100N 235 550 315 10/22 100-110¢
GSK22-595/100N 260 505 335 10/22 100-110(
GSK22-630/100N 275 630 355 10/22 100-110¢
GSK22-700/100N 310 700 390 10/22 100-110(
GSK22-750/100N 335 750 415 10/22 100-110¢
GSK22-795/100N 360 795 435 10/22 100-100(
GSK22-830/100N 375 830 455 10422 100-100(
GSK22-900/100N 400 900 490 10/22 100-100(
| GSK22-1030/100N 475 1030 555 10/22 100-100¢
Please note: Custom struts available upon request.
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Martins Tratler Parts

LIFTEASY 12.5/27 STANDARD RANGE

e {B) EXTENDED LENGTH * 2mm
(A) STROKE LENGTH | (C) COMPRESSED LENGTH
13mm ¢ 13mm d}
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i PESYCN P J CYLINDER DIA
| [ Product Code (A) mm (B) mm (C) mm Dimm D2mm FI (N)
i Stroke Extended Compressed Piston Force
Length Length Length Rod/Cylinder Range
|| GSK27-505/100N 215 505 290 12.5/27 100-1600
I[ GSK27-525/100N 225 525 300 12.527° 100-1600
| | GSK27-550/100N 235 550 315 il 227 100-1600
| | GSK27-700/100N 310 700 390 P s 12.5127 100-1600
GSK27-830/100N 375 830 455 12.5127 100-1600
GSK27-900/ 100N 410 900 490 12.5/27 100-1500
GSK27-1100/100N 510 1100 590 12.5/27 100-1500
° Please note: Custom struts available upon request,

MARTINS TRAILER PARTS Pty. Ltd.
4 Katanning St, Bayswater. WA, 6053, Ph: 08 9279 5777 Fax: 08 Y377 1156
Web: www.trailerparts.net.au E-mail: sales@ trailerparts.net.au

Page 10











































